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OPTIONAL DUCT SMOKE DETECTOR INSTALLATION

OPTIONAL METHOD FOR DUCT SMOKE DETECTOR INSTALLED TO PROVIDE
WEATHER PROTECTION AND ACCESS TO SMOKE DETECTOR FOR PURPOSES
OF SHUTOFF OF AIR MOVING SYSTEM FOR COMPLIANCE UMC CHAPTER 6.
SMOKE DETECTOR MUST BE INSTALLED IN ACCORDANCE WITH ITS LISTING

AND IN THE MAIN SUPPLY AIR DUCT.

ﬁ

METAL DUCT—/

SMOKE DETECTOR PROBE

SMOKE
DETECTOR

.....

O o0 O O O O O

LT LITTHTLHLR]

50 0
NN

TIHTHTIATIH

T

/i
4
4
4
4

DISTANCE TO AIR
HANDLER SHALL
COMPLY WITH :
SMOKE DETECTOR |
LISTING REQ'S. :

METAL DUCT—/

AIR FLOW

LONGITUDINAL SECTION

/

METAL SCREW

o
TRANSVERSE CROSS SECTION —WEATHER TIGHT SEAL

MINIMUM 10 SQ.IN.
g/CLEAR AIR PASSAGE

HTTHTIHTTHTHTIHTIH

£

Tf

REMOVABLE
WEATHERPROOF
METAL COVER

%R—B MINIMUM INSULATION

Clark County Boulder City
Dept. of Develop. Services Building Department
4701 W Russell Rd 401 California Avenue

Las Vegas NV 89118 Boulder City, NV 89005
(702) 455-3000 (702) 293-9282

Henderson

Bldg & Fire Safety Dept.
240 Water St.
Henderson, NV 89015
(702) 267-3650

Las Vegas

Building & Safety Dept.
731 S. 4th Street
Las Vegas, NV 89101
(702) 229-6916

Mesquite

Building Department
10 East Mesquite Blvd.
Mesquite NV. 89027
(702) 346-2835

North Las Vegas
Building Department
2266 Civic Center Drive
N. Las Vegas, NV 89030
(702) 633-1577




